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Attention is drawn to the limitation of liability, indemnification and 
jurisdiction issues defined therein. 
 
Any holder of this document is advised that information contained 
hereon reflects the Company’s findings at the time of its intervention 
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sole responsibility is to its Client and this document does not exonerate 
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and offenders may be prosecuted to the fullest extent of the law. 
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UKCA TYPE-EXAMINATION CERTIFICATE
Regulation 2016/425, MODULE B
0120/PPE/230855 Issue 1
Product Chemical protective clothing

Model ULTITEC 2000 

Certificate Holder / 
Manufacturer

Derekduck Industries Corp.
9F. No. 70-1, Sec. 1, Chengde Rd, Taipei City, 10351, Taiwan

Product complies with the applicable essential health and safety requirements of 
Personal Protective Equipment 

Regulation 2016/425 as brought into UK law and amended. 

Standard(s) EN ISO 13982-1:2004 + A1:2010 Type 5
EN 13034:2005 + A1:2009 Type 6
EN 14126:2003 Type 5-B, 6-B
EN 1149-5:2018 for electrostatic dissipative protective clothing with a surface 
resistance of ≤ 2.5 x 109 Ω on the internal surface of the fabric.
Additionally, with two exceptions the PPE satisfied the requirements of EN 1073-
2:2002 (Non-ventilated protective clothing against particulate radioactive 
contamination) for a performance classification of TIL Class 1. The exceptions are that 
clause 4.2 requires a minimum puncture resistance of class 2, but the fabric used has 
a puncture resistance classification of 1 and the fabric has not been tested for blocking 
resistance.

This certificate shall be used in conjunction with conformity assessment procedure 
module C2 or D.

Validity This certificate is valid until 2028-09-20.

Date of  issue 2023-09-20

SGS United Kingdom Limited
Signature

Abbigail Readman
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Additional information White disposable coveralls manufactured from 63gsm microporous polyethylene film 
laminated with a polypropylene non-woven fabric. Available in seven nominal sizes and 
the styles described below

Contract No: GB-CERT230100017 

Technical File DU3X Disposable Protective Clothing Issue 2.0, Rev 2.2 dated Jan 2023

Detailed Characteristics:
Style DU310 Coverall with elasticated hood, wrists, ankles, and waist. Front zip closure 
with full length storm flap, self-adhesive tape on storm flap, internal stitched seams.

Style DU320 Coverall with elasticated hood, wrists, ankles, and waist. Integrate socks. 
Front zip closure with full length storm flap, self-adhesive tape on storm flap, internal 
stitched seams.

Style DU330 Coverall with collar, elasticated wrists, ankles, and waist. Front zip closure 
with full length storm flap, self-adhesive tape on storm flap, internal stitched seams.

Style DU340 Coverall with elasticated hood, ankles, waist and knitted cuff. Front zip 
closure with full length storm flap, self-adhesive tape on storm flap, internal stitched 
seams.
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